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Honorable Commissioner of Patents and Trademarks 
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PRELIMINARY AMENDMENT 



Sir: 



Further to the concurrent filing of the U.S. national stage of PCT/IL99/00467, kindly 
amend the application as follows prior to examination: 



The present application is a U.S. national application of PCT/IL99/00467, filed August 26 3 



Kindly replace claims 3-7 s 9, 10, 12, 15-17 and 21-26 with the following amended claims in 
clean form: 

3. (Amended) A method according to claim 1 wherein determining comprises: 

determining a time of passage of a trailing edge of the sheet as a time at which detection of 
motion ceases. 

4. (Amended) A method according to claim 1 wherein detecting motion comprises optically 
detecting whether motion exists at the position* 

5. (Amended) A method according to claim 1 wherein the threshold for determining onset of 
motion is different from the threshold for determining cessation of motion. 



IN THE SPECIFICATION 



Kindly add the followinj 



g 3 on page 1, immediately after the title: 
—RELATED APPLICATIONS 



1999.-- 



IN THE CLAIMS 
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6. (Amended) A method according to claim 1 including providing a local oscillator for 
determining the Doppler shifts. 

7. (Amended) A method according to claim 1 wherein a portion of the iUiiminating radiation is 
used as a local oscillator in detecting Doppler shifts. 

9. (Amended) A method according to claim 7 wherein the local oscillator comprises radiation 
back diffracted from a diffracting surface. 

1 0. (Amended) A method according to claim 6 wherein the local oscillator is focused on a sensor 
used to detect the Doppler shifts. 

12. (Amended) A method according to claim 1 wherein the position is comprised in an area 
illuminated by radiation, said area comprising an entrance side at which a sheet enters the area and 
an exit side at which the sheet leaves the area, 

15- (Amended) A method according to claim 12 wherein the arrival of an edge is determined by 
Doppler energy produced at said entrance side of said area by a leading edge of said sheet. 

16. (Amended) A method according to claim 12, wherein a trailing edge is determined by a 
cessation of detection of Doppler energy fiom said exit side of said position from a trailing edge 
of said sheet 

17- (Amended) A method according to claim 12 wherein the position has an extent between 
entrance and said exit side. 

21. (Amended) A method according to claim 12 and including detecting the presence of a non- 
moving sheet between the entrance and exit 

22. (Amended) A method according to claim 12 and including measuring the velocity of the sheet. 

23. (Amended) A method according to claim 12 and including measuring the distance the sheet 
translates. 
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24. (Amended) A method according to claim 4 wherein the radiation is IR radiation. 



25. (Amended) A method according to claim 4 wherein the radiation is laser iUumination. 

26. (Amended) A method according to claim 1 wherein the time at which a sheet enters the 
position is determined to an accuracy better than about 0.5 tnm/V sec* where V is the velocity of 
the sheet 



The present application is a U.S. national application of PCT/IL99/00467. The application 
contains claims 1-27 as attached to the International Prefttninary Examination Report. The present 
amendment amends claims 3-7, 9, 10, 12, 15-17 and 21-26 to remove multiple dependencies and 
place the application in proper US form. Applicants point out that the IPER also contains 
amended description pages 6-8. 

Applicants note that the claims were indicated as meeting the criteria of PCT Article 
33(2>33(4) in the IPER issued by the European Patent Office (acting as IPEA). 

A maxked-up version of the amended claims is attached hereto. 

An action on the merits is respectfully awaited. 



February 21, 2002 
William H. Dippert, Esq. 
Cowan, Liebowitz and Latman* P.C 
1133 Avenue of the Americas 
New York, NY 10036-6799 



REMARKS 



Respectfully submitted, 
Uri!ONROT a etaL 




Paul FENSTER 
Reg. No, 33,877 



Tel: (212)790-9200 
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MARKED-UP AMENDED CLAIMS 

3. (Amended) A method according to claim 1 [or claim 2] wherein determining comprises: 

determining a time of passage of a trailing edge of the sheet as a time at which detection of 
motion ceases. 

4. (Amended) A method according to [any of the preceding claims] rJaim 1 wherein detecting 
motion comprises optically detecting whether motion exists at the position. 

5. (Amended) A method according to [any of the preceding claims] claim 1 wherein the threshold 
for determining onset of motion is different from the threshold for determining cessation of 
motion. 

6. (Amended) A method according to [any of the preceding claims] claim 1 including providing a 
local oscillator for determining the Doppler shifts. 

7. (Amended) A method according to [any of the preceding claims] dai™ 1 wherein a portion of 
the ilhiminating radiation is used as a local oscillator in detecting Doppler shifts. 

9. (Ameded) A method according to claim 7 [or claim 8] wherein the local oscillator comprises 
radiation back diffracted from a diffracting surface. 

10. (Amended) A method according to [any of claims 6-9] claim 6 wherein the local oscillator is 
focused on a sensor used to detect the Doppler shifts. 

12. (Amended) A method according to [any of the preceding claims] claim 1 wherein the position 
is comprised in an area iUuminated by radiation, said area comprising an entrance side at which a 
sheet enters the area and an exit side at which the sheet leaves the area, 

15, (Amended) A method according to [any of claims 12-14] r.laitn 12 wherein the arrival of an 
edge is determined by Doppler energy produced at said entrance side of said area by a leading 
edge of said sheet. 
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16. (Amended) A method according to [any of claims 12-15] claim 19 , wherein a trailing edge is 
determined by a cessation of detection of Doppler energy from said exit side of said position from 
a trailing edge of said sheet 

17. (Amended) A method according to [any of claims 12-16] 12 wherein the position has an 
extent between entrance and said exit side. 

21. (Amended) A method according to [any of claims 12-20] ^laim 12 and including detecting the 
presence of a non-moving sheet between the entrance and exit. 

22. (Amended) A method according to [any of claims 12-20] r.laim 1? and including measuring 
me velocity of the sheet. 

23. (Amended) A method according to [any of claims 12-20] claim 12 and including measuring 
the distance the sheet translates. 

24. (Amended) A method according to [any of claims 4-23] claim 4 wherein the radiation is IR 
radiation. 

25. (Amended) A method according to [any of claims 4-24] claim 4 wherein the radiation is laser 
iUumination. 



26. (Amended) A method according to [any of the preceding claims] claim 1 wherein me time at 
which a sheet enters the position is determined to an accuracy better than about 0.5 nmW sec, 
where V is the velocity of the sheet. 



10/070192 

Mmmmtm 26 feb 2002 



WO 01/14231 FCT/IL99/0Q467 

EDGE DETECTOR 

FIELD OF THE INVENTION 
The present invention is related to the field of edge detection and in particular to the 
field of optical detection of edges and the detection of edges based on the detection of motion. 
5 BACKGROUND OF THE INVENTION 

Detection of the edge of a moving surface is useful in many fields such as printing, in 
which the position of the edge of a moving sheet of paper at some position or time is often 
measured to allow for alignment between the sheet and a printing engine. 

Edge detectors for sheets in the prior art are based on mechanical or optical detection of 
10 the presence of the sheet. For example, in some such detectors, a lever or other indicator may 
be moved from one position to another by the presence of a sheet. In others an optical sensor 
determines the presence of a sheet by detecting either the blocking of radiation by the sheet or, 
alternatively by detecting radiation reflected by the sheet. 

SUMMARY OF THE INVENTION 
15 An aspect of some preferred embodiments of the invention is concerned with the 

detection of an edge from detection of its movement. 

In preferred embodiments of the inventions, a point or area at which the presence of an 
edge of a moving surface is to be detected is monitored for movement. Prior to the arrival of the 
edge, no movement is detected. As the edge passes the point or area, the movement of the edge 
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|!j 20 is detected and the presence thereof is determined. It should be noted that in some preferred 
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embodiments of the invention, the presence of the surface itself is not directly determined. 
Rather, it is only determined indirectly from a preferably sudden change in the measured state 
from no measured velocity to a velocity above a certain threshold or within a predetermined 
range. 

25 In a preferred embodiment of the invention, the velocity is measured optically. In this 

preferred embodiment of the invention, an optical velocitometer or the like is used to measure 
velocity (or to determine its presence) at a point, an edge or an area. In principle, any optical 
velocitometer may be used; however, in preferred embodiments of the invention, specially 
constructed optical measurement devices are utilized which take account of simplifications that 

30 are possible since an accurate measurement of the velocity is not necessary, only of its 
existence or change relative to some reference. In some preferred embodiments of the 
invention, to increase accuracy of timing of the passage of the edge, the beam is shaped. This 
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shaping may be to reduce the size of the interrogated area or, more preferably, may provide an 
edge of radiation at the arrival edge of the surface. 

In preferred embodiments of the invention, no measurement of the presence of the 
presence of the surface is made, unless it is in motion. 

In a preferred embodiment of the invention, the edge is the edge of a sheet, such as of 
paper or plastic. Preferably, the sheet travels along a platen. The detector detects a transition 
from no motion to motion and the moment of time of transit of the edge is determined from the 
time of the transition. 

In preferred embodiments of the invention, the motion is detected from a Doppler shift 
of radiation, preferably from a laser, that is reflected from the surface of the moving object 
(sheet). 

There is thus provided, in accordance with a preferred embodiment of the invention a 
method of detecting the passage of an edge of a moving sheet of material at a position, 
comprising: 

monitoring a state of motion at a position; and 

determining a time of an edge of the sheet at a position as a time at which a change in a 
state of motion at the position is detected. 
Preferably, the method comprises: 

determining a time of passage of a leading edge as a time at which motion is first 
detected. 

Preferably, the method comprises: 

determining a time of passage of a trailing edge of the sheet as a time at which detection 
of motion ceases. 

In a preferred embodiment of the invention, wherein monitoring a state of motion 
comprises optically monitoring whether motion of an object exists at the position. 

Preferably, monitoring comprises determining if a Doppler shift exists between 
radiation illuminating the position and radiation reflected at the position. 

In a preferred embodiment of the invention, the presence of motion is determined to 
exist if the power of the reflected illumination within a band of Doppler frequencies is above a 
threshold. 

Preferably, the threshold for determining onset of motion is different from the threshold 
for determining cessation of motion. 
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Preferably, the method includes providing a local oscillator for detennining the Doppler 

shifts. 

In a preferred embodiment of the invention, a portion of the illuminating radiation is 
used as a local oscillator in detecting Doppler shifts. Preferably, the local oscillator comprises 
5 optical radiation reflected from a surface. Alternatively, the local oscillator comprises radiation 
back diffracted from a diffracting surface. 

In a preferred embodiment of the invention, the local oscillator is focused on a sensor 
used to detect the Doppler shifts. Preferably, the local oscillator is focused essentially to a 
point. 

10 In a preferred embodiment of the invention, the position is comprised in an area 

illuminated by radiation, said area comprising an entrance side at which a sheet enters the area 
and an exit side at which the sheet leaves the area. Preferably, the radiation illuminating the 
area is formed to provide a sharp illumination boundary at at least one of the entrance and exit 
□ sides of said area. More preferably, the radiation illuminating the area is formed to provide a 

l 15 sharp illumination boundary at both the entrance and exit sides of the area, 
p In a preferred embodiment of the invention, the arrival of an edge is determined by 

Doppler energy produced at said entrance side of said area by a leading edge of said sheet. In a 
iy preferred embodiment of the invention, a trailing edge is determined by a cessation of detection 

of Doppler energy from said exit side of said position from a trailing edge of said sheet. 
Ill 20 In a preferred embodiment of the invention, the position has an extent between entrance 

!!! and said exit side. Preferably, the extent is between about 1 mm and about 5 mm, more 

! »i preferably .between about 2 mm and about 4 mm and typically, about 2 mm. 

jtf In a preferred embodiment of the invention, the method includes detecting the presence 

of a non-moving sheet between the entrance and exit. 
25 In a preferred embodiment of the invention, the method includes measuring the velocity 

of the sheet. 

In a preferred embodiment of the invention, the method includes measuring the distance 
the sheet translates. 

In a preferred embodiment of the invention, the radiation is IR radiation. 
30 In a preferred embodiment of the invention, the radiation is laser illumination. 

In a preferred embodiment of the invention, the time at which a sheet enters the position 
is determined to an accuracy better than about 0.5mm/v sec, and more preferably 0.1 mm/v sec 
where v is the velocity of the sheet. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention will be more clearly understood from the following description of 
the preferred embodiments thereof, taken together with the following drawings, in which the 
same or similar reference signs are used to indicate the same or similar elements: 

Fig. 1A is a schematic drawing of an edge detector, detecting the leading edge of a 
moving sheet, in accordance with a preferred embodiment of the invention ; 

Fig. IB shows a detail of the structure of an element of Fig. 1A; 

Figs. 2 A and 2B show the use of edge detector of Fig. 1 in detecting the trailing edge of 
a moving sheet and in detecting the length of the sheet; 

Fig. 3 shows the use of the detector of Fig. 1 in detecting the presence of a stationary 
sheet, in accordance with a preferred embodiment of the invention; 

Fig. 4 is a schematic drawing of a circuit for processing the signals generated in edge 
detectors of the invention, useful for the detection of edges and the presence of a stationary 
sheet; 

Fig. 5 is a schematic drawing of an edge detector, in accordance with an alternative 
preferred embodiment of the invention; 

Figs. 6A shows a schematic view of dif&active grating for use in the edge detector of 
Fig. 5; and 

Fig. 6B show placement of detectors for use with the grating of Fig. 6A, in accordance 
with a preferred embodiment of the invention. 

DETAILED DESCRIPTION OF PREFERRED EMBODIMENTS OF THE TNVENTTON 

Fig. 1A is a schematic drawing of an edge detector 8, in accordance with a preferred 
embodiment of the invention, for detecting the leading edge of a moving sheet. 

Edge detector 8 comprises an at least partially coherent radiation source 10 (for 
example, a diode laser such as a VCSEL operating in the IR), a front-edge and motion sensor 
20, an optional presence sensor 22 and/or a rear-edge and motion sensor 24. Sensors 20, 22 and 
24 are for example photodiodes or other sensors known in the art, and are sensitive to radiation 
emitted by source 10, but are preferably not sensitive to radiation far from the wavelength of 
the source emission. In some preferred embodiments of the invention, a filter is placed in front 
of sensors 20, 22 and 24 to provide said selective sensitivity. 

Edge detector 8 utilizes the Doppler shift of radiation scattered from an incident object 9 
(for example a sheet of paper) to discriminate it from a substantially stationary background. 
Preferably, the paper is fed along a platen 1 1 or the like, for example, when the detector is used 
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in a printer, copier or the like. Platen 1 1 is preferably made of or coated with a material with 
little or no reflection of the radiation generated by radiation source 10. Preferably, the surface 
of platen 11 has a matte finish. Alternatively, platen 11 is formed with a hole where it is 
impinged by the illumination, such that substantially nothing is reflected at that point toward 
the detector. Since the area of the detector is quite small, there is no loss of support of the paper 
because of the hole. Such reflection, while it has little or no affect on the motion measurements, 
may affect the presence measurement described below. 

Radiation from source 10 is preferably collimated by a lens 30. After passing through 
lens 30, part of the radiation is back-diffracted by a grating 32 and focused by lens 30 onto 
sensor 20. This radiation is referred to herein as a "local oscillator" (LO) field. (In other 
preferred embodiments of the invention, the LO field may be generated in other ways.) Grating 
32 is preferably a phase grating (the grating grooves are exaggerated for clarity) although other 
suitable grating types are useful in some preferred embodiments of the invention. Preferably 
grating 32 is formed on or in the lower surface of lens 30. 

Fig. IB shows details of construction of grating 32. In a preferred embodiment of the 
invention, in which grating 32 is formed in the surface of the lens, the grating is preferably 
coated by a metallic or dielectric coating 33 and filled with dielectric material 35 (such as an 
optical glue) of substantially the same index of refraction as lens 30, such that the radiation that 
passes through the grating forms substantially only a single beam ('illumination beam'), 
transmitted toward the surface. Coating 33 acts, in this construction, solely to cause back 
diffraction of the illumination to the sensors. The characteristics of coating 33 determine the 
percent of back-diffracted illumination. Other methods and structures which provide a single 
beam (and requisite reflected beam or beams) are usable, in other preferred embodiments of the 
invention. Preferably, grating 32 (and coating 33) is further coated or covered with a protective 
layer 34. In preferred embodiments of the invention in which layer 34 acts as a filter to pass 
only the wavelength of the source and nearby wavelengths, such filters can generally be omitted 
from the sensors. 

Part of the radiation illuminating and reflected from object 9 (and to the extent that it is 
reflective, from stationary background 11) is focused by lens 30 onto sensor 20 and interferes 
with the LO field. Sensor 20 generates a Doppler signal responsive to the interference between 
the LO and the radiation reflected from object 9. The Doppler frequency is preferably 
measured, indicating the object translation or velocity. Reflections, if any, from stationary 
background 1 1 produce no Doppler signal. 
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Preferably the illuminating beam forms an abrupt edge of iUuminatior at a front edge 
of illumination 38, providing steep rise in the signal responsive to the illumination of the edge 
of an incoming sheet of paper. Preferably, the illuminating beam also forms a straight edge of 
illumination at an exit edge of illumination 40, In some preferred embodiments of the 
invention, tapering of the edges of the beam is used to decrease beam side-lobes. This tapering 
and the formation of the edge itself are preferably produced by phase-conlourir g of the lens or 
using varied amplitude-transmission function, as faaown in the art of laser beam shaping. 

Preferably, object 9 and grating 32 are situated well within the cohe-ence length of 
source 10 such that the LO and reflected beams are coherent at sensor 20. Placing object 9 and 
gating 32 at a spacing greater than the coherence length, reduces the signal to noise level of the 
determination. 

Object 9 (i.e., the surface of the paper or other moving object) is preferably diffusive, 
thus the illumination onto object 9 is reflected in a generally broad space angle. Essentially only 
the reflection parallel to the direction of the diffracted LO from grating 32 interferes with the 
LO focused on sensor 20. Preferably, at least part of the reflection from object 9 which interfere 
with a LO field, overlaps the LO beam. 

Thus, preferably the spacing between the object and the grating is bounded by 
H <W /vm(pf) s where H is the optical path between the grating and the object, W the 
beamwidth along the motion measurement direction, and a is the angle between illuminating 
beam and the LO beam direction 

Typical dimensions and values used in a practical device are source wavelength 850 nm, 
beam width 2 mm, height above sheet 0-5 mm, grating pitch A=10 micromeier and overall 
detector height dimension of 5-10 mm from the moving object. For a paper velocity V=500 
mm/sec this results in a Doppler frequency F = V/A = 50 kHz. Of course, other wavelengths, 
spacings, beam width, etc., will occur to practitioners of the art and are suitable for other 
preferred embodiments of the invention. Such dimensions allow for determination of the time 
of arrival of the leading edge of the sheet and the time of exit of the trailing edge of the sheet to 
within 0.5 m rn/V sec and more preferably to within 0.1 mm/V sec. 

Fig. 2 A illustrates the use of detector 8 to detect the rear edge of object 9, in accordance 
with a preferred embodiment of the invention. In some preferred embodiments of the invention, 
in which only trailing edge detection is desired, sensor 20 may be omitted and the beam passing 
through grating 32 may be formed to provide only the illumination sensor 24 to detect the 
trailing-edge of the object, as it exits the illumination beam. 
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Trailing edge detection, as shown in Fig. 2A is similar to that used for front-edge 
detection, however, the velocity information gathered in the measurement of sensor 20 may be 
used to improve the detection by reducing the noise bandwidth. 

The signal at sensor 24 rises shaiply when # the reflection from the fr )nt edge of the 
5 object in the direction of the LO beam starts to overlap the LO beam reflected from grating 32, 
as shown in Fig. 2B. Thus, the delay between the rise of sensor 20 signal and tit e rise of sensor 
24 signal depends on the spacing between the grating 32 and the object 9 according to 
Th =Htan(a)/V, where Tjj is the delay between the signals, H the spacing between grating 
32 and object 9, V the velocity of object 9 and a the diffraction angle to sensor 24. This relation 
10 enables to estimate the object spacing from the grating from the delay between the signals and 
from the velocity information. Here and throughout the detailed description, fie invention is 
described with respect to normal incidence of the illumination on the sheet This is only for 
convenience of exposition. Such incidence, or measurement of light reflected (diffracted) 
peipendicularly to the sheet results in height independence of the measurement. However, non- 
;15 incident incident and reflected light may be used in some less preferred embodiments of the 
13 invention. 

3 a Ii 

jjj The delay between the detection of front edge by sensor 20 and the detection of rear 

jP edge by sensor 24 is given by T^ =(L+ W)/V, wherein L is the object length (e.g., paper 
length)* W is the beamwidth along the motion measurement direction and V the object velocity. 

20 This relation enables calculating the object length, irrespective of it's spacing from the grating 
(i.e., independent from H). 

It should be understood that while optimal accuracy is achieved by using separate 
sensors for leading and trailing edge detection, a single detector will detect bolh leading and 
trailing edges, with lesser accuracy. Such a single detector can also be used, with proper 

25 filtering, to detect presence. 

Fig. 3 shows the optional use of sensor 22 to detect the presence of that part of object 9 
illuminated by the illuminating beam, regardless of it's motion (e.g., jammed paper in a 
copying machine). The rays impinging on sensor 22 show the acceptance angle of the sensor, as 
determined by the sensor dimensions and the lens focal length. The deterxninadon of object 

30 presence is based on the output of sensor 22, which is responsive to the energy icflected from 
the object within the acceptance angle of sensor 22. Unlike sensors 20 and 24 sensor 22 is 
sensitive to reflected energy and not to the LO or movement Lines 100 and .02 show the 
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maximum angular deviation of beams from any portion of paper 9 which are accepted by sensor 
22. 

It should be understood that sensors 20 and 24 detect Doppler shifts only over that 
portion of their surface at which the LO is also present Sensor 22 is not so restricted, such that 
the entire area of the sensor is useful for the measurement of power reflected from the surface 
of paper 9. 

A schematic drawing of a detection circuit 50 for use with the detector of Figs. 1-3 is 
shown in Fig. 4. The basic channel for front-edge detection includes a transhnpeclan.ee amplifier 
52 that transforms photodiode current from sensor 20 into voltage, a band-pass filter and 
amplifier 54 that amplifies the range of frequencies expected according to the expected Doppler 
shift. It also includes an energy detector 56 to detect the energy in this Doppler band. The 
output is set to "high* logic level by comparator 58, when the edge of amoving paper enters the 
beam. The comparison level of comparator 58 is shown as a voltage Vj\ Vy is preferably 
chosen to be somewhat above the noise level to avoid false triggering. Preferably additionally, a 
comparator with hysteresis (Schmitt trigger) is used to avoid the effects of varying power level. 
The output stays high as long as the paper moves and reflection from the paper nterferes with 
the local oscillator beam onto sensor 20. The output signal of energy detector 56 may be 
differentiated prior to comparison by comparator 58. 

A Schmitt-trigger 60 (or other comparator) and a frequency counter or detector 62 are 
preferably used to determine the object translation or velocity, respectively, when a 
measurement of such translation or velocity is desired. The comparator hysteresis or threshold 
is preferably set at a very low, noise determined voltage. 

The rear-edge detection (based on sensor 24) is similar to the front-edge detection, 
except that the edge is identified as Ioss-of-power at the output of a power detector 64. Also, a 
rear edge detector band pass filter (BPF) 66 can be controlled responsive to the measured 
Doppler frequency of the front edge detector by a control line 68, to reduce nohe. Preferably, 
the pass limits of filters 54 and 66 are matched to the expected Doppler frequency range, to 
limit noise. 

The power in a 'presence 9 amplifier 70 is amplified and compared (in comparator or 
Schmitt trigger 76) to a background-rejection threshold Vg, to identify the presence of an 
object illinninated by the illumination beam, irrespective of it's motion- 
Circuit 50 also includes decision logic 74 which utilizes the outputs of the elements 62, 
58, 78 and amplifier 76 to determine the velocity, front edge entry time, rear edge exit time and 
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presence of the paper, respectively. Optionally, decision logic 74 also determines paper spacing 
and length, as described above. 

It is of interest to note that the present edge detection system does not generally need 
calibration for different types of paper or other substrates. In particular, since the thresholds Vj 
5 are set based on system noise, the leading edge of substrates that reflect very little light (such as 
"black" surfaces) or substrates which scatter light only at their leading edge (such as 
transparencies) can be measured with the same system as that used for plain white paper. 

Fig. 5 shows an alternative preferred embodiment of a detector 80 (showing for 
convenience only front-edge detection), in which the local oscillator signal is generated by 
10 reflection from the outer interface 82 of collimating-focusing lens 30, tilted to provide for the 
collection of Doppler-shifted reflections from the surface. Preferably, the lens has a flat outer 
surface 82, providing for essentially identical, collimated transmission and reflection. 
H> Preferably, the amount of reflection is controlled (as in the embodiment of Fig. 1A) using a 

Jif dielectric or metallic coating (not shown) on the outer surface, which preferably provides also 

Si 15 scratch protection. Preferably, color filtering is used to eliminate interference from ambient 
light sources. For example, the lens may be a molded plastic lens with dye color filter combined 
ifl into the mold, 

• pa? 

The tilted flat surface of the lens provides for a single LO, for either front-edge 
j-j detection (as in Fig. 5) or rear-edge detection (mirror image of fig. 5 except for the object). The 

III 20 tilt angle corresponds to detection of reflection from the object with Doppler shift frequency 

'if v 

y * according to F D = — sin(2P) , where Fq is the Doppler frequency, X is the source's wavelength, 

ICS? 

* ^ V is the object velocity and (i is the tilt angle between the normal to the reflecting surface and 

the illuminating beam exiting it. 

While surface 82 is mostly flat to provide an LO, the edges of the lens are preferably 
25 provided with beam shaping optics 84 (shown in exaggerated dimensions in Fig. 5) to provide 
for the desired illumination edge at 38. 

To provide for both front and rear edge detection, surface 82 is preferably formed of two 
sections, each having a different angle to the paper. Each of the sections is angled such that 
light reflected from the surfaces of the sections is directed to a respective sensor 20 or 24. The 
30 beam sections may be formed with their adjoining edge in either the direction of motion or in 
the perpendicular direction. 
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Fig. 6 A shows a preferred embodiment of a reflector 86 for use at surface 82 of Fig. 5 in 
accordance with a preferred embodiment of the invention, in which the reflecting surface 86 at 
82 is a grating. An array of sensors 88, 90, 92 and 94 is placed at the grating orders (Fig* 6B 
shows the sensor plane with four such sensors, however, other numbers of sensors may be 

5 used). The diffraction orders here are preferably perpendicular to the motion measurement 
direction. Thus, the Doppler shift measured by the sensors in the array is essentially the same. 
However, each of the sensors measures the motion using different reflection directions, thus the 
phase and the amplitude of the signals are basically independent of each other. 

In a preferred embodiment of the invention, the multiplicity of independent signals is 

10 used for better detection probability. For example, the presence of the edge may be declared 
according to the first-to-rise signal of the sensor signals. Preferably, the threshold in each of the 
channels is raised to keep the false-alarm rate low, however, the multiplicity of sensors 
improves the detection probability and the edge determination accuracy, based on the 
significantly lower drop-out probability of multitude signals with respect to one signal. 

15 According to a preferred embodiment of the invention, each two sensor signals are 

subtracted to form a difference signal. The difference signal power is on the average twice as 
large as each of the original signals, since the signals are largely uncorrelated. However, 
common-mode noise sources (such as ambient lighting) and interference signals are reduced or 
eliminated. Amongst these, the subtraction decreases or eliminates a DC signal offset caused by 

20 the average reflectivity of the object (such as measured by sensor 22). 

Common source noise may also be reduced or canceled in the embodiments of Figs. 1-3 
by subtraction of the signals from sensors 20 and 24. This subtracted signal will be free of (or 
have greatly reduced) common mode signal. It will rise when the front edge of the sheet is 
detected by sensor 20 and fall when sensor 24 ceases to detect the edge. Preferably, the 

25 thresholds should be low enough such that either signal causes a positive indication. 

In addition, the sum of the frequency counts of sensor 20 and sensor 24 is essentially 
insensitive to height variations of the sheet, and is also virtually insensitive to small tilt of the 
edge detector. 

While the present invention has been described with respect to preferred embodiments 
30 thereof, it is understood that other velocity or motion detectors, as known in the art, may be 
used in the practice of the invention. For example other types of optical motion detectors may 
be used and non-optical detectors can be used (for example ultrasound detectors). Also, while 
certain features have been shown in different ones of the embodiments, some preferred 
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embodiments of the invention may have different combinations of the features shown or may 
have fewer features. As used herein the terms "have", "comprise" and "include" and their 
conjugates mean "including, but not necessarily limited to". 
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CLAIMS 

I- A method of detecting the passage of an edge of a moving sheet cf material at a 
position, comprising: 
5 illuminating a position with radiation; 

detecting whether motion exists at the position, comprising determining if the power of 
Doppler shifted energy between radiation illuminating the position and radiation reflected at the 
position within a band of Doppler frequencies is above a threshold; and 

determining a time of passage of an edge of the sheet at the position as a time at which a 
f 10 change in whether motion exists at the position is detected. 

'Q 2. A method according to claim 1 wherein determining comprises: 

determining a time of passage of a leading edge as a time at which motion is first 
ijy detected. 

Il 15 

Q 3. A method according to claim 1 or claim 2 wherein determining comprises : 

i « :: 
s : i 

determining a time of passage of a trailing edge of the sheet as a time at which detection 
(H of motion ceases. 

5 as,-? 
Ill 

20 4. A method according to any of the preceding claims wherein detecting morion comprises 
optically detecting whether motion exists at the position. 

5. A method according to any of the preceding claims wherein the threshold for 
determining onset of motion is different from the threshold for determining cessation of 

25 motion. 

6. A method according to any of the preceding claims including providing a local 
oscillator for determining the Doppler shifts. 

30 7. A method according to any of the preceding claims wherein a portion of the 
illuminating radiation is used as a local oscillator in detecting Doppler shifts. 
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8. A method according to claim 7 wherein the local oscillator comprises optical radiation 
reflected from a surface. 

9* A method according to claim 7 or claim 8 wherein the local oscillator comprises 
5 radiation back diffracted from a diffracting surface. 

10. A method according to any of claims 6-9 wherein the local oscillator is focused on a 
sensor used to detect the Doppler shifts. 

10 11. A method according to claim 10 wherein the local oscillator is focused essentially to a 
. point. 

12. A method according to any of the preceding claims wherein the position • s comprised in 
an area illuminated by radiation, said area comprising an entrance side at which a sheet enters 
ry 15 the area and an exit side at which the sheet leaves the area. 



3 

'-• ^: 

ill 

i ~ ;; ': 



13. A method according to claim 12 wherein the radiation illuminating the ar sa is formed to 
provide a sharp illumination boundary at at least one of the entrance and exit sides of said area. 



" 20 14. A method according to claim 13 wherein the Tadiation illuminating the aroa is formed to 
provide a sharp illumination boundary at both the entrance and exit sides of the aiea. 

15. A method according to any of claims 12-14 wherein the arrival of an edge is determined 
by Doppler energy produced at said entrance side of said area by a leading edge of said sheet 

25 

*• * 

16. A method according to any of claims 12-15, wherein a trailing edge is determined by a 
cessation of detection of Doppler energy from said exit side of said position f x>m a trailing 
edge of said sheet. 

30 17. A method according to any of claims 12-1 6 wherein the position has an extent between 
entrance and said exit side. 
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IS. A method according to claim 17 wherein said extent is between about 1 ;3im and about 5 
mm. 

19. A method according to claim 18 wherein the extent is between about 2 trim and about 4 
5 ram. 

20. A method according to claim 19 wherein the extent is about 2 mm. 

21. A method according to any of claims 12-20 and including detecting the presence of a 
10 non-moving sheet between the entrance and exit 

22. A method according to any of claims 12-20 and including measuring the velocity of the 
Q sheet. 

11=15 23. A method according to any of claims 12-20 and including measuring the distance the 
sheet translates. 



i 1 i 



i 24. A method according to any of claims 4-23 wherein the radiation is IR radiation- 

20 25. A method according to any of claims 4-24 wherein the radiation is laser il umination. 

26. A method according to any of the. preceding claims wherein the time at which a sheet 
enters the position is determined to an accuracy better than about 0.5 mrn/V sec, where V is the 
velocity of the sheet. 



25 



27. A method according to claim 26 wherein the accuracy is better than 0.1 mm/V sec. 



14 

AMENDED SHEET 



10/070192 




^0/0?0T92 




( < ' J 



lU/070192 




I > j 



lU/070192 




10/070192 




10/070192 




lu/070192 



WO0I/142JI PCT/lLWflW,? 




10/070192 



W0 01/14231 PCML99/00467 




Fig. 6B 



_./v|^J GCJO IVIOll L,OWV' 



Docket No. 
064/02587 



Declaration and Power of Attorney For Patent Application 

English Language Declaration 

As a below named inventor, I hereby declare thai: 

My residence, post office address and citizenship are as stated below next to my name, 

I believe I am the original, first and sole inventor (if only one name is listed below) or an original, 
first and joint inventor (if plural names are listed below) of the subject matter which is claimed and for 
which a patent is sought on the indention entitled 

EDGE DETECTOR 

the specification of which 

(check one) 

□ is attached hereto. 

m was filed on August 26, 1999 as United States Application No. or PCT International 
Application Number PCT/EL99/QQ467 . 

and was amended ^aa- as in the annexes to the International Preliminary Examination Report 

(if applicable) 

I hereby state that I have reviewed and understand the contents of the above identified specification, 
including the claims, as amended by any amendment referred to above. 

I acknowledge the duty to disclose to the United States Patent and Trademark Office all information 
known to me to be material to patentability as defined in Title 37, Code of Federal Regulations, 
Section 1 .56. 

I hereby claim foreign priority benefits under Title 35 T United States Code, Section 119(aMd) or 
Section 365(b) of any foreign applications) for patent or inventor's certificate, or Section 365(a) of 
any PCT international application which designated at least one country other than the United States, 
listed below and have also identified below, by checking the box T any foreign application for patent or 
inventors certificate or PCT International application having a filing date before that of the application 
on which priority is claimed. 

Prior Foreign Applications) Priority Not Claimed 



,, □ 

(Number) (Country) (Day/Morith/Year Filed) 

• , _ . □ 

(Number) (Country) (Day/Month/Year Filed) 

- m □ 

(Number) (Country) (Day/Manth/Year Filed) 



Form (*-95) {Modified) 



P02/REV02 Patent and Trademark Office-U.$. DEPARTMENT OF COM 



I hereby claim the benefit under 35 U.S.C Section 119(e) of any United States provisional 



application(s) listed below: 


(Application Serial No.) 


(Filing Date) 


(Application Serial No.) 


(Filing Date) 


(Application Serial No.) 


(Filing Date) 



I hereby claim the benefit under 35 LL S. C. Section 120 of any United States application^), or 
Section 365(c) of any PCT International application designating the United States, listed below and, 
insofar as the subject matter of each of the claims of this application is not disclosed in the prior 
United States or PCT International application in the manner provided by the first paragraph of 35 
US.C. Section 112, l acknowledge the duty to disclose to the United States Patent and Trademark 
Office all information known to me to be material to patentability as defined in Title 37, C. F. R, r 
Section 1 .56 which became available between the filing date of the prior application and the national 
or PCT International filing date of this application: 



(Application Serial No.) 


(Filing Date) 


(Status) 




(patented, pending, abandoned) 


(Application Serial No.) 


(Filing Date) 


(Status) 




(patented, pending, abandoned) 


(Application Serial No.) 


(Filing Date) 


(Status) 


(patented, pending, abandoned) 



I hereby declare that all statements made herein of my own knowledge are true and that all 
statements made on information and belief are believed to be true; and further that these statements 
were made with the knowledge that wiliful false statements and the like so made are punishable by 
fine or imprisonment, or both, under Section 1001 of Title 18 of the United States Code and that such 
willful false statements may jeopardize the validity of the application or any patent issued thereon. 



Form PTO-SB-01 (6-QS) (Modified) 



Patent and Trademark Offlce-U.S. DEPARTMENT OF COM 



POWER OF ATTORNEY: As a named inventor, I hereby appoint the following attorney(s) and/or 
agent(s) to prosecute this application and transact alt business in the Patent and Trademark Office 
connected therewith, (list name and registration number) 
Jteul Fenster , Reg, No- JSJfcZI — - 
Maier Feaster, Reg. No* ^MTJUL. 
Phillip A- Weiss, Reg, No. 
Yaakov Schatz 5 Reg. No, 4££2£L 
William EL Dippert, Reg. ISo^SJM, 
Michael L Wolfton, Reg. N0..24 Jifi 
R- Lewis Gable, Reg. No. 22,479 ( 




Send Correspondence to: Wffl ipn H, Dipp ert, Esfr x 

c/oCgwaiu Lfebflgitz andXaftiaanJP.C. 
liSi^finaejof the Afflgricag 
New York, NY 10036-6799 



Direct Telephone Calls to: (name and telephone number) 
William ILDippert (212) 790-9200 



Fuil npe of sole or first Inventor 




Sole or first inventors signature 



Date 



Residence 

25 Hadror Street, Hod-Hasharon 45268, Israel 



Citizenship 
Israel 



Post Office Address 

25 Badror Street, Hod-Hasharon, 45268, Israel 



Full name of second {nventor, If any 
Opher KENHR OT 




Date 



Residence 
22 Herzel Street, Raanana 43354, 



Citizenship 
Israel 



Post Office Address 

22 Herzel Street, Rsanana 43354, Israel 



Form PTO^SB-01 {B-SS) (Modified) 



Patent and Trademark Office-U.S. DEPARTMENT OF CO; 



